DPP-230.

Automatic Blister Packing Machin
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KEY FEATURES

_ L o The DPP-250 is a high-speed automatic blister packaging machine with multi-axis servo
Simple Structure: The transmission system is improved from the

drives and PLC+HMI smart control. It is made for the pharmaceutical, medical device, and

original,allowing a wider forming range, more precise movement,

_ _ food industries, and is ideal for individually sealed packaging of tablets, capsules, sensors,
and quieter operation.

and similar products,
Pneumatic-Clamp Servo Traction: Stable and easy to adjust, ensuring

smooth and reliable film feeding. | o PR
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Dual Registration Forming: Dual-clamp servo traction guarantees

accurate alignment of printed materials.

Punching and Pushing Device:Keeps finished products from staying

In the mold, preventing damage and waste.

Customizable Options:Supports features like color mark alignment

and vision inspection, with reserved space for easy installation.

DPP-250 Automatic Blister Packing Machine

Packaging Capacity 18k-236k capsules/hour Main motor 2. 2Kw

20-45 strokes/min (Aluminum-Plastic)

Cutting Frequency _ _ _ Air demand >0.3m>3/min
10-40 strokes/min (Aluminum-Aluminum)

Adjusting range of travel 40-130mm (Customizable 40-160 mm) Cooling of mold Circulating water consumption. 60L/H
Pharmaceutical PVC: 270 x 015- 0.45 mm
Max. forming area 130x260mm m:t;‘_l_ind thickness of PVC Aluminum Foil PTP: 270 x 0.02 - 0.03 mm
an

Hard Aluminum: 260 mm

14 mm (Standard Machine)
Max. forming depth Custom Machine: 26 mm (Aluminum-Plastic) Overall size 3700x720x1650mm

18 mm (Aluminum-Aluminum)

Size of standard plate 80x57mm Weight 1800kg (Net Weight) 2000kg (Gross Weight)

Power supply 380V 50HZ 7.5Kw




