NIP2000/2500 -

Automatic Capsule Filling Machine

KEY FEATURES

@ The machine runs automatically with intermittent rotation, performing capsule

feeding, rejecting bad capsules, locking, and cleaning molds all at once. This ensures

accurate positioning and low noise.

@ It is controlled by a computer with adjustable speed and a clear digital display, making

operation easy.

@ The machine works well with different types of capsules and has a high production rate.

It can fill both traditional Chinese and Western medicines using a multi-hole plunger system

for accurate dosing that meets national standards.

@ Itincludes safety features to protect users and the machine, such as automatic stopping

when materials run out. The machine operates smoothly and reliably, making it ideal for

manufacturers producing hard capsules.
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Productivity 120,000 capsules/h 150,000 capsules/n Vacuum degree -0.02~-0.06 MPa
Motor power 6.45Kw Water supply 500L/H 0.2-0.10 Mpa
Power supply Standard : 3P 380V 50Hz, Can be Customized Enter pipe inner - diameter |20mm

Capsule size 00#~5# and safety capsule A~E p inner - di 27mm

Capsule using rate |2 99.5% Working temperature 21T £3C

Machine weight {1500 Kg Working relative humidity |40-55%

Overall dimension [10001050*1950mm Dust Collector 160m3/h

Noise index

=75DBA

Special function

Granule and powder mixed filing; Powder collector

Dosage difference

< +3% (under more than 300mg dosing and 40~80 mesh after granulation)

Control system

Stepless frequency conversion control, PLC touch screen

[Compressed air

air consumption 0.06m3/min pressure 0.3Mpa

Material

Spare part contact with medicine adopts superior S.S 304 & GMP-compliant material

Water supply

Water cycle pump compound water tank, or meet water source

Criterion

Comply with GMP completely




