NJP400..

Automatic Capsule Filling Machine

KEY FEATURES

@ The machine is compact, uses little energy, and is easy to operate and clean.

@ Standardized parts allow for easy and accurate mold changes.

@ It has a bottom-mounted cam with a pressurized oil pump that keeps the

cam groove lubricated, reducing wear and extending parts’ life.

@ A high-precision indexer reduces vibration and keeps noise under 80 dB.

The vacuum system ensures over 99.9% capsule feeding success.

@ The filling amount can be adjusted in three directions based on the dosing

disk’s lowersurface, ensuring even filling and easy cleaning.

@ The control panel is user-friendly and has many features. It automatically

sounds an alarm and stops production if there is a shortage of material or
capsules or if there is blockage. It also shows the dose for each capsule and

total production in real time.

NJP400

Productivity 24000 Capsutes/H Vacuum degree -0.02~~-0.06 MPa
Motor power 3TKW Water supply 500L/H 02-010 Mpa
Power supply Standard : 3P 380V 50Hz, Can be Customized Enter pipe inner - diameter |20mm

Capsule size 00#~5# and safety capsule A~E p inner - 27mm

Capsule using rate > 99.5% Working temperature 20 £3C

Machine weight {700 Kg Working relative humidity |40-55%

Overall dimension | 720"680*1700 mm Dust Collector 160m3/h

Noise index

<75dBA

Special function

Granule and powder mixed filing; Powder collector

Dosage difference

< +3% (under more than 300mg dosing and 40~80 mesh after granulation)

Control system

Stepless frequency conversion control ,PLc touch screen

[Compressed air

air consumption 0.06m3/min pressure 0.3Mpa

Material

Spare part contact with medicine adopt superior S.S 304 & GMP compliable material

Water supply

Water cycle pump compound water tank, or meet water source

Criterion

Comply to GMP completely




